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• Automated staining system - consistency and quality every
time.

• 150 programmable staining methods.

• Fully customisable; number of stains, soaking time, forms
of agitation, rinsing.

• Compact and lightweight.

• Easy to use.

• Capacity 10 slides.
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1. Connect the power supply.

2. Connect the tablet to 'SPLAT®' using the USB cable provided.

3. Place all the baths on the machine, filled to the correct level (fig1) with your chosen
Pro-Lab Diagnostics stains.

4. Connect tubing between the 'SPLAT®' and the waste and water containers.

5. Select program.

6. Position the slide mount (fig 2).

7. Start the staining procedure and colour!

'SPLAT®' SET-UP

Maximum liquid leve l 
(indicat ed in red).

Figure 1. Figure 2.
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Contents:

ProStain™ Station 

PL.R17/001G  250ml 1 x 4 Green 
PL.R17/001B  250ml 1 x 4 Blue

 50 Slides

Pro-Slides™ 

SD351  Acid Fast Stain Ctrl    
SD361  Gram Stain Ctrl  50 Slides

Pro-Stains® Kits

PL.8055/25 Grams (Safranin)    4 x 250ml
PL.8056/25 Grams (Neutral Red)      4 x 250ml 
PL.8057/25 Grams (Dilute Carbol Fuchsin)  4 x 250ml 

   4 x 250ml
     4 x 250ml

Immersion Oil

PL.396 Immersion Oil 50ml
(reduced hazards - DBP free)

PL.8060/25 TB (ZN/Methylene Blue) 
PL.8061/25 TB (ZN/Malachite Green)  

Pro-Lab Diagnostics
3 Bassendale Road
Bromborough, Wirral, Merseyside
CH62 3QL
United Kingdom
Tel: 0151 353 1613
Fax: 0151 353 1614
E-mail: uksupport@pro-lab.com

Pro-Lab Diagnostics Canada
20 Mural Street, Unit#4
Richmond Hill, ON L4B 1K3
Canada
Toll Free: 1-800-268-2341
Tel: (905) 731-0300
Fax: (905) 731-0206
E-mail: support@pro-lab.com

Pro-Lab Diagnostics U.S.A.
21 Cypress Blvb., Suite 1070
Round Rock, TX, 78665-1034
U.S.A.
Toll Free 1-800-522-7740
Tel: (512) 832-9145
Fax: 1-800-332-0450
E-mail: ussupport@pro-lab.com
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